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CONFIGURING THE CHAT 50

The CHAT 50 can be used right out of the box and there’s no software to 
download or install if it is to be used only with a PC.

CONNECTING YOUR CHAT 50 

The following describes how to connect your CHAT 50 to a PC.

The CHAT 50 can also be connected to a number of other devices. For 
information on connecting the CHAT 150 to other devices, refer to the 
CHAT 50 User’s Manual.

ConneCting the ChAt 50 to A PC

Use the included USB 2.0 cable to connect the CHAT 50 to your PC 
(Figure 1).

Figure 1. Connecting to a PC

Important! CHAT devices 
are designed to work on 
flat, stable surfaces with no 
obstructions. For best results, 
do not hold or move the 
device while in use.
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CONFIGURING AND TESTING YOUR CHAT 50

ChAt 50 Audio ConfigurAtion

The CHAT 50 derives its audio settings from the Windows sound settings 
if it is attached to a PC or through the 3rd party application’s settings 
(COLLABORATE Space, Zoom, Microsoft Teams, Skype, etc.)  

Consult the CHAT 50 User’s Manual for advanced device configuration 
procedures if needed.

USING THE CHAT 50

ChAt 50 Led indiCAtors

The microphone LED indicator illuminates blue when the CHAT 50 
microphone is active. The indicator illuminates red when the microphone 
is muted.

VoLume & mute Buttons

Use the Volume Up/Down buttons (indicated by a large dot and a small 
dot) to adjust the volume level of the CHAT 50. Holding down either 
button will change the volume rapidly.

Use the Mute button to mute the CHAT 50’s microphone until the Mute 
button is pressed again. If you are using the CHAT 50 with a PC, you can 
also use the Speaker Volume Control in Windows, as well as the CHAT 
50 software to adjust the volume and mute the microphone.
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CHAT 50 SPECIFICATIONS AND REQUIREMENTS

system requirements

Microsoft Windows 7 and above
MacOS X v10.10 “Yosemite” or later

Technical Specifications

USB
USB Connector: Type B

Loudspeaker
Bandwidth:
CHAT 50: 130 Hz – 20 kHz

Maximum Output Levels:
CHAT 50: 82 dB SPL @ 1 meter

Microphone(s)
Bandwidth: 100 Hz – 12 kHz

Power
USB-powered: 5 VDC @ 500 mA Maximum

Part Number
AUR-910-159-001  CHAT® 50 USB


